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PULSANTI DA C.S. Ø6,35 	 pag. 210
Ø6,35 PCI push buttons 
Poussoirs pour C.I. Ø6,35

INTERRUTTORI A LEVA DA C.S. Ø6,35	 pag. 206
Ø6,35 PCB toggle switches 
Interrupteurs à levier pour C.I. Ø6,35

ACCESSORI			   pag. 211
Accessories 
Accessoires

PARTNERS

LEVA, TACT E DIP SWITCHES
Toggle, tact and dip switches | Levier, Microtouches et Dip Switch
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indice   Index | Index

INTERRUTTORI A LEVA DA C.S.
PCB toggle switches | Interrupteurs à levier pour C.I.

PULSANTI DA C.S.
PCB push buttons | Poussoirs pour C.I.

ACCESSORI
Accessories | Accessoires

TACT SWITCH 
Tact switches | Microtouches

DIP SWITCH 
DIP switches | DIP switch

PULSANTI DA C.S.
PCB switches | Poussoirs pour C.I.

PULSANTI DA PANNELLO 
Panel mounting switche | Poussoirs pour montage sur panneau

■	 Radiocomandi 
Radio-controls 
Télécommandes

■	 Pannelli di controllo 
Panel controls 
Panneaux de contrôle

■	 Automazione 
Automation 
Automatisation

■	 Militare 
Military 
Militaire

■	 Nautico 
Nautical 
Nautique

■	 Avionico 
Avionic 
Avionique

■	 Facile installazione 
	 Easy installation 
	 Installation facile
■	 Gamma estremamente ampia
	 Extremely wide range 
	 Gamme extrêmement vaste
■	 Altissimo livello qualitativo
	 Very high quality level 
	 Très haut niveau de qualité

■	 Fino a 250V
	 Up to 250V 
	 Jusqu’à 250V
■	 Pronta consegna
	 Prompt delivery 
	 Livraison sur stock

LEVA, TACT E DIP SWITCHES

APPLICAZIONI   Applications | ApplicationsVANTAGGI   Advantages | Avantages

La più ampia gamma di interruttori  
in miniatura:
•	 17 differenti tipi di leva

•	 Diversi materiali utilizzati per il contatto interno, 
per alte e basse correnti

•	 8 funzioni elettriche

•	 Da 1 a 4 poli

•	 12 diversi tipi di terminali inclusi nove versioni 
PC, 2 faston e saldare

•	 3 diverse finiture, incluso nero opaco militare

•	 6 versioni di “canotto”

•	 4 omologazioni, UL – CSA-CECC-VDE

•	 Tantissimi accessori per soddisfare ogni 
richiesta.

The widest range in miniature switches:
•	 17 actuators including toggles, paddle levers and 

locking levers in different lengths.
•	 Various contact materials for low and high 

currents.
•	 8 functions including maintained and momentary 

versions.
•	 1 to 4 pole configurations.
•	 12 terminal types including 9 for PC board 

mounting. Other types include quick-connect and 
wire-wrap.

•	 3 types of finish including military black.
•	 6 bushing styles from 6 (.236) plain to 11,9 

(15/32) threaded.
•	 4 approvals (UL - CSA - CECC - VDE).
•	 Numerous accessories available for actuator and 

bushing options.

La plus vaste gamme d’interrupteurs 
miniatures :
•	 17 différents types de leviers
•	 Différents matériaux utilisés pour le contact 

interne, pour courants forts et faibles
•	 8 fonctions électriques
•	 De 1 à 4 pôles
•	 12 différents types de contacts incluant neuf 

versions PC, 2 faston et à souder
•	 3 différentes finitions, incluant noir opaque 

militaire
•	 6 versions différentes de partie cylindrique dans 

laquelle s’insère le levier
•	 4 homologations UL – CSA-CECC-VDE
•	 Beaucoup d’accessoires pour satisfaire toutes les 

demandes.

INFORMAZIONI GENERALI  General Information | Informations Générales
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OPZIONI LEVE Ø 6,35   Ø 6,35 Actuators option | Options leviers Ø 6,35

CAPPUCCI   Caps | Capuchons

CIRCUITO   Circuit | Circuit
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OPZIONI LOCKING   Locking options | Options avec verrouillage

-21 (+U640)
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INTERRUTTORI E PULSANTI DA C.S.
PCB switches and push-buttons | Interrupteurs et poussoirs pour C.I.

MICROINTERRUTTORE SMD Ø 5mm 
Ø 5mm SMD micro switch | Micro interrupteur SMD Ø 5mm

INTERRUTTORE Ø 4,9mm DA C.S.
Ø 4,9mm PCB switch | Interrupteurs Ø 4,9mm pour C.I.

Dimensioni | dimensions | dimensions Dimensioni | dimensions | dimensions

Corrente/Tensione Current/ Voltage Courant/ Tension
0,4A   20V 0,4A   20V 0,4A   20V
Corpo Body Corps
Termoplastica UL94-V0 Thermoplastic UL94-V0 Thermoplastique UL94-V0
Leva Actuator Levier
Ottone nichelato Brass, nickel plated Laiton nickelé
Pulsante Actuator Poussoir
Termoplastica UL94-V0 Thermoplastic UL94-V0 Thermoplastique UL94-V0
Contatti Contacts Contacts
A circuito stampato  
ottone dorato

Straight PC terminals
brass, gold plated

À circuit imprimé,  
laiton plaqué or

N°cicli N°cycles N°cycles
30.000 (3 posizioni)
60.000 (2 posizioni)

30.000 (3 positions)
60.000 (2 positions)

30.000 (3 positions)
60.000 (2 positions)

Codice di omologazione Approval code Code d’homologation
APEM ZL/ZP APEM ZL/ZP APEM ZL/ZP

Corrente/Tensione Current/ Voltage Courant/ Tension
0,4A   20V 0,4A   20V 0,4A   20V
Corpo Body Corps
Materiale plastico alte 
temperature UL94-V0

High temperature plastic mate-
rial UL94-V0

Matériau plastique pour haute 
température UL94-V0

Leva Actuator Levier
Ottone nichelato con cappuccio 
in plastica per alte temperature 
UL94-V0

Brass, nickel plated with high
temperature UL94-V0 plastic 
cap

Laiton nickelé avec capot 
plastique pour haute 
température UL94-V0

Pulsante Actuator Poussoir
Termoplastica UL94-V0 Thermoplastic UL94-V0 Thermoplastique UL94-V0
Contatti Contacts Contacts
SMD ottone dorato SMD terminals brass, gold plated SMD, laiton plaqué or
N°cicli N°cycles N°cycles
30.000 (3 posizioni)
60.000 (2 posizioni)

30.000 (3 positions)
60.000 (2 positions)

30.000 (3 positions)
60.000 (2 positions)

Temperatura di lavoro Operating temperature Température d’utilisation
-40°C +85°C -40°C +85°C -40°C +85°C
Codice di omologazione Approval code Code d’homologation
APEM SMT-TL APEM SMT-TL APEM SMT-TL

Codice
Code
Code

Circuito
Circuit
Circuit

N°poli
N° poles
N° pôles

Codice
Code
Code

Circuito
Circuit
Circuit

N°poli
N° poles
N° pôles

Interruttori a leva | Toggle switches | Interrupteurs à levier
ILZL31P0 on - off 1
ILZL36P0 on - on 1
ILZL39P0 on off on 1
ILZL37P0 mom off mom 1
ILZL38P0 mom off on 1
ILZL32P0 mom - on 1
Pulsanti | Pushbotton | Poussoirs
BZP32P0 on - mom 1
BZP33P0 off - mom 1

Interruttori a leva | Toggle switches | Interrupteurs à levier
ILTL36WS84000 on - on 1
ILTL39WS84000 on off on 1
ILTL37WS84000 mom off mom 1
ILTL38WS84000 on off mom 1
ILTL32WS84000 on - mom 1
Pulsanti | Pushbotton | Poussoirs
BTP32WS83500 on - mom 1

1000 pz
1000 pcs
1000 pces

700 pz
700 pcs
700 pces

pronta
in stock
en stock

pronta
in stock
en stock
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INTERRUTTORI E PULSANTI DA C.S.
PCB switches and push-buttons | Interrupteurs et poussoirs pour C.I.

MININTERRUTTORE Ø 6,2mm
Ø 6,2mm mini switch | Mini interrupteur Ø 6,2mm      

INTERRUTTORE Ø 5mm UNI E BIPOLARE
Ø 5mm single ad double pole switch | Interrupteurs Ø 5mm uni. et bipolaire

Dimensioni | dimensions | dimensions Dimensioni | dimensions | dimensions

Corrente/Tensione Current/ Voltage Courant/ Tension
0,4A   20V 0,4A   20V 0,4A   20V
Corpo Body Corps
PBT PBT PBT
Leva Actuator Levier
Ottone nichelato Brass, nickel plated Laiton nickelé
Pulsante Actuator Poussoir
Polyammide rinforzato -  
fibra d vetro

Glass filled  
Polyamide

Polyamide renforcé  
de fibre de verre

Contatti Contacts Contacts
Ottone dorato Brass, gold plated Laiton plaqué or
N°cicli N°cycles N°cycles
30.000 (3 posizioni)
60.000 (2 posizioni)

30.000 (3 positions)
60.000 (2 positions)

30.000 (3 positions)
60.000 (2 positions)

Temperatura di lavoro Operating temperature Température d’utilisation
-30°C +85°C -30°C +85°C -30°C +85°C
Codice di omologazione Approval code Code d’homologation
APEM TL/TP APEM TL/TP APEM TL/TP

Corrente/Tensione Current/ Voltage Courant/ Tension
 4A (SF)/1A (SP)  30Vdc  4A (SF)/1A (SP)  30Vdc  4A (SF)/1A (SP)  30Vdc
Corpo Body Corps
Polyammide U94-V0 Polyamide UL94-V0 Polyamide UL94-V0
Leva Actuator Levier
Ottone nichelato Brass, nickel plated Laiton nickelé
Pulsante Actuator Poussoir
Polyammide rinforzato -  
fibra d vetro

Glass filled  
Polyamide

Polyamide renforcé  
de fibre de verre

Contatti Contacts Contacts
A circuito stampato, argento Straight PC terminals, silver À circuit imprimé, argent
N°cicli N°cycles N°cycles
40.000 (SF)
60.000 (SP)

40.000 (SF)
60.000 (SP)

40.000 (SF)
60.000 (SP)

Temperatura di lavoro Operating temperature Température d’utilisation
-20°C +85°C -20°C +85°C -20°C +85°C
Codice di omologazione Approval code Code d’homologation
APEM SF/SP APEM SF/SP APEM SF/SP

Codice
Code
Code

Circuito
Circuit
Circuit

N°poli
N° poles
N° pôles

Codice
Code
Code

Circuito
Circuit
Circuit

N°poli
N° poles
N° pôles

ILTL36P0 on - on 1
ILTL39P0 on off on 1
ILTL37P0 mom off mom 1
ILTL38P0 on off mom 1
ILTL32P0 on - mom 1
ILTL46P0 on - on 2
ILTL49P0 on off on 2
ILTL47P0 mom off mom 2
ILTL48P0 on off mom 2
ILTL42P0 on - mom 2
Pulsante | Pushbotton | Poussoirs
BTP32P0 on - mom 1
BTP42P0 on - mom 2

Interruttori a leva | Toggle switches | Interrupteurs à levier
ILSF36P01 on - on 1
ILSF39P01 on off on 1
ILSF37P01 mom off mom 1
ILSF38P01 on off mom 1
ILSF32P01 on - mom 1
Pulsanti | Pushbotton | Poussoirs
BSP35P0 on - mom 1

1000 pz
1000 pcs
1000 pces

1000 pz
1000 pcs
1000 pces

pronta
in stock
en stock

pronta
in stock
en stock
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INTERRUTTORI DA C.S.
PCB switches | Interrupteurs pour C.I.

INTERRUTTORE BIPOLARE Ø 6,35mm
Ø 6,35mm double pole switch | Interrupteur bipolaire Ø 6,35mm

INTERRUTTORE UNIPOLARE Ø 6,35mm
Ø 6,35mm single pole switch | Interrupteur unipolaire Ø 6,35mm

Dimensioni | dimensions | dimensions Dimensioni | dimensions | dimensions

Corrente/Tensione Current/ Voltage Courant/ Tension
50mA - 10Vdc min 50mA - 10Vdc min 50mA - 10Vdc min
4A - 30Vdc max 4A - 30Vdc max 4A - 30Vdc max
N°poli - 1 N°poles - 1 N°pôles - 1
Corpo Body Corps
Diallylphthalate UL94-V0 Diallylphthalate UL94-V0 Phtalate de diallyle UL94-V0
Leva Actuator Levier
Ottone nichelato Brass, nickel plated Laiton nickelé
Contatti Contacts Contacts
A circuito stampato, argento Straight PC terminals, silver Pour C.I, argent
Temperatura Temperature Température
-40°C +85°C -40°C +85°C -40°C +85°C
N°cicli N°cycles N°cycles
50.000 50.000 50.000
Codice di omologazione Approval code Code d’homologation
APEM 5000 APEM 5000 APEM 5000

Corrente/Tensione Current/ Voltage Courant/ Tension
50mA - 10Vdc min 50mA - 10Vdc min 50mA - 10Vdc min
4A - 30Vdc max 4A - 30Vdc max 4A - 30Vdc max
N°poli - 2 N°poles - 2 N°pôles - 2
Corpo Body Corps
Diallylphthalate UL94-V0 Diallylphthalate UL94-V0 Phtalate de diallyle UL94-V0
Leva Actuator Levier
Ottone nichelato Brass, nickel plated Laiton nickelé
Contatti Contacts Contacts
A circuito stampato, argento Straight PC terminals, silver Pour C.I, argent
Temperatura Temperature Température
-40°C +85°C -40°C +85°C -40°C +85°C
N°cicli N°cycles N°cycles
50.000 50.000 50.000
Codice di omologazione Approval code Code d’homologation
APEM 5000 APEM 5000 APEM 5000

Codice
Code
Code

Circuito
Circuit
Circuit

Codice
Code
Code

Circuito
Circuit
Circuit

IL5236AB on - on
IL5239AB on off on
IL5237AB mom off mom
IL5238AB on off mom
IL5232AB on - mom

IL5246AB on - on
IL5249AB on off on
IL5247AB mom off mom
IL5248AB on off mom
IL5242AB on - mom

25 pz
25 pcs
25 pces

25 pz
25 pcs
25 pces

pronta
in stock
en stock

pronta
in stock
en stock
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INTERRUTTORI DA C.S.
PCB switches | Interrupteurs pour C.I.

INTERRUTTORE QUADRIPOLARE Ø 6,35mm
Ø 6,35mm four pole switch | Interrupteur quadripolaire Ø 6,35mm

INTERRUTTORE TRIPOLARE Ø 6,35mm
Ø 6,35mm three pole switch | Interrupteur tripolaire Ø 6,35

Dimensioni | dimensions | dimensions Dimensioni | dimensions | dimensions

Corrente/Tensione Current/ Voltage Courant/ Tension
50mA - 10Vdc min 50mA - 10Vdc min 50mA - 10Vdc min
4A - 30Vdc max 4A - 30Vdc max 4A - 30Vdc max
N°poli - 3 N°poles - 3 N°pôles - 3
Corpo Body Corps
Diallylphthalate UL94-V0 Diallylphthalate UL94-V0 Phtalate de diallyle UL94-V0
Leva Actuator Levier
Ottone nichelato Brass, nickel plated Laiton nickelé
Contatti Contacts Contacts
A circuito stampato, argento Straight PC terminals, silver Pour C.I, argent
Temperatura Temperature Température
-40°C +85°C -40°C +85°C -40°C +85°C
N°cicli N°cycles N°cycles
40.000 40.000 40.000
Codice di omologazione Approval code Code d’homologation
APEM 5000 APEM 5000 APEM 5000

Corrente/Tensione Current/ Voltage Courant/ Tension
50mA - 10Vdc min 50mA - 10Vdc min 50mA - 10Vdc min
4A - 30Vdc max 4A - 30Vdc max 4A - 30Vdc max
N°poli - 4 N°poles - 4 N°pôles - 4
Corpo Body Corps
Diallylphthalate UL94-V0 Diallylphthalate UL94-V0 Phtalate de diallyle UL94-V0
Leva Actuator Levier
Ottone nichelato Brass, nickel plated Laiton nickelé
Contatti Contacts Contacts
A circuito stampato, argento Straight PC terminals, silver Pour C.I, argent
Temperatura Temperature Température
-40°C +85°C -40°C +85°C -40°C +85°C
N°cicli N°cycles N°cycles
30.000 30.000 30.000
Codice di omologazione Approval code Code d’homologation
APEM 5000 APEM 5000 APEM 5000

Codice
Code
Code

Circuito
Circuit
Circuit

Codice
Code
Code

Circuito
Circuit
Circuit

IL5256AB on - on
IL5259AB on off on
IL5257AB mom off mom
IL5258AB on off mom
IL5252AB on - mom

IL5266AB on - on
IL5269AB on off on
IL5267AB mom off mom
IL5268AB on off mom
IL5262AB on - mom

25 pz
25 pcs
25 pces

25 pz
25 pcs
25 pces

pronta
in stock
en stock

pronta
in stock
en stock
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PULSANTI DA C.S.
PCB push-buttons | Poussoirs pour C.I.

PULSANTI Ø 6,35mm
Ø 6,35mm push-buttons | Boutons poussoirs Ø 6,35mm

PULSANTE SUBMINIATURA Ø 4mm
Ø 4mm subminiature push button | Poussoir subminiature ø 4mm

Dimensioni | dimensions | dimensions Dimensioni | dimensions | dimensions

Corrente/Tensione Current/ Voltage Courant/ Tension
100mA -  30Vdc 100mA -  30Vdc 100mA -  30Vdc
N°poli - 1 N°poles - 1 N°pôles - 1
Corpo Body Corps
Pa6T Pa6T Pa6T
Leva Actuator Levier
Poliamide Polyamide Polyamide
Contatti Contacts Contacts
Ottone dorato Brass, gold plated Laiton doré
Temperatura Temperature Température
-30°C +65°C -30°C +65°C -30°C +65°C
N°cicli N°cycles N°cycles
100.000 100.000 100.000
Codice di omologazione Approval code Code d’homologation
APEM 9000 APEM 9000 APEM 9000

Corrente/Tensione Current/ Voltage Courant/ Tension
1A - 30Vdc 1A - 30Vdc 1A - 30Vdc
N°poli - 1 N°poles - 1 N°pôles - 1
Corpo Body Corps
Termoplastica UL94-V0 Thermoplastique UL94-V0 Thermoplastique UL94-V0
Leva Actuator Levier
Poliamide Polyamide Polyamide
Contatti Contacts Contacts
Argento Silver Argent
Temperatura Temperature Température
-30°C +65°C -30°C +65°C -30°C +65°C
N°cicli N°cycles N°cycles
250.000 250.000 250.000
Codice di omologazione Approval code Code d’homologation
APEM 9000 APEM 9000 APEM 9000

Codice
Code
Code

Circuito
Circuit
Circuit

Schema
Diagram
Schéma

Codice
Code
Code

Circuito
Circuit
Circuit

B9232CD on - mom NC
B9233CD off - mom NA

A saldare | Solder lugs | A souder
B9632A on - mom
B9635A on - (on)
A circuito stampato | Straight PC terminals| | Pour circuit imprimè
B9432A on - mom
B9433A off - mom
B9435A on - (on)

1000 pz
1000 pcs
1000 pces

1000 pz
1000 pcs
1000 pces

pronta
in stock
en stock

pronta
in stock
en stock
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PULSANTI DA C.S.
PCB push-buttons | Poussoirs pour C.I.

PULSANTI Ø 6,35mm
Ø 6,35mm push-buttons | Boutons poussoirs Ø 6,35mm

Dimensioni | dimensions | dimensions

Corrente/Tensione Current/ Voltage Courant/ Tension
4A - 30Vdc 4A - 30Vdc 4A - 30Vdc
Corpo Body Corps
Diallylphthalate Diallylphthalate Phtalate de diallyle 
Leva Actuator Levier
Ottone nichelato Brass, nickel plated Laiton nickelé
Contatti Contacts Contacts
A circuito stampato, argento Solder lugs, silver Pour C.I, argent
Temperatura Temperature Température
-40°C +85°C -40°C +85°C -40°C +85°C
N°cicli N°cycles N°cycles
30.000 30.000 30.000
Codice di omologazione Approval code Code d’homologation
APEM 8000 APEM 8000 APEM 8000

Codice
Code
Code

Circuito
Circuit
Circuit

1 polo | 1 pole |1 pôle
B8432A ON - MOM
B8436A ON - ON
2 poli | 2 poles |2 pôles 
B8442A ON - MOM
B8446A ON - ON

1000 pz
1000 pcs
1000 pces

100 pz
100 pcs
100 pces

pronta
in stock
en stock

pronta
in stock
en stock

1

5

2

7

3

8
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specifiche cappucci pag. 204-205
caps specifications pag. 204-205
spécifications des capuchons pag. 204-205

ACCESSORI
Accessories | Accessoires

Rondelle | Rings | Rondelles
IU0078 Bloccaggio | Locking | Verrouillage 1 6,35
IU0215 Antiscivolo | Lockwasher | Rondelle d’arrêt 2 6,35
IU0268 Dado zigrinato | Knurled cap nut | Écrou moleté 3 cromato 6,35
IU0725 Dado zigrinato | Knurled cap nut | Écrou moleté 3 anodizzato 6,35
IU0443 Rivestita | Dress nut | Écrou enjoliveur 5 nickelato 6,35
IU0848 Rivestita | Dress nut | Écrou enjoliveur 5 anodizzato 6,35
IU0500 Conica | Conic cap nut | Écrou conique 7 6,35
IU0360 Tenuta | Sealing washer | Rondelle d’étanchéité 8 6,35
Cappuccio | Caps | Capuchons
IU2402 SP 11 5,0
IU2512 SP 12 8,0
IU2132 SP 13 9,4
IU2902 SP 14 10,0
IU3402 SP 15 15,0
IU0912 SP 16 11,5
IU2342 SP 17 11,5
IU1636 Dado cromato | Dress nut chrome plated | Écrou chromé  

SP - 8000 - 9000 - 13000
18 cromato 12,7

IU0825 Dado cromato | Dress nut chrome plated | Écrou chromé  
SP - 8000 - 9000 - 13000

19 cromato 18,5

IU0840 Dado cromato | Dress nut chrome plated | Écrou chromé  
SP - 8000 - 9000 - 13000

20 cromato 13,5

IU0902 8000 - 9000 - 13000 21 5,0
IU1142 8000 - 9000 - 13000 22 8,0
IU1722 8000 - 9000 - 13000 23 9,4
IU0482 8000 - 9000 - 13000 24 10,0
IU0632 8000 - 9000 - 13000 25 15,0
IU2432 8000 - 9000 - 13000 26 11,5
IU2022 8000 - 9000 - 13000 27 11,5
IU2602 8000 28 13,0

Codice
Code
Code

Descrizione
Description
Description

Figura
Figure
Dessin

Colore
Colour
Couleur

Ø
Ø
Ø



MICROPULSANTI DA C.S.
Tact Switch | Micropoussoirs pour C.I.

pronta
in stock
en stock

100 pz
100 pcs
100 pces

100 pz
100 pcs
100 pces

pronta
in stock
en stock

pronta
in stock
en stock

pronta
in stock
en stock

100 pz
100 pcs
100 pces

100 pz
100 pcs
100 pces

Corrente	 Current	 Courant	
50 mA	 50 mA	 50 mA			 

Tensione	 Voltage	 Tension
12 V	 12 V	 12 V	

Resistenza di contatto	 Contact resistance	 Résistance de contact
50 mΩ	 50 mΩ	 50 mΩ

Pressione di lavoro	 Operating force	 Pression de travail
160 gr	 160 gr	 160 gr

Cicli di durata	 Cycles	 Cycles de durée
100.000	 100.000	 100.000

Corrente	 Current	 Courant	
50 mA	 50 mA	 50 mA			 

Tensione	 Voltage	 Tension
12 V	 12 V	 12 V 		  
Resistenza di contatto	 Contact resistance	 Résistance de contact
50 mΩ	 50 mΩ	 50 mΩ

Pressione di lavoro	 Operating force	 Pression de travail
160 gr	 160 gr	 160 gr

Cicli di durata	 Cycles	 Cycles de durée
100.000	 100.000	 100.000

Corrente	 Current	 Courant	
50 mA	 50 mA	 50 mA			 

Tensione	 Voltage	 Tension
12 V	 12 V	 12 V	

Resistenza di contatto	 Contact resistance	 Résistance de contact
100 mΩ	 100 mΩ	 100 mΩ

Pressione di lavoro	 Operating force	 Pression de travail
160 gr	 160 gr	 160 gr

Cicli di durata	 Cycles	 Cycles de durée
100.000	 100.000	 100.000

Corrente	 Current	 Courant	
50 mA	 50 mA	 50 mA		

Tensione	 Voltage	 Tension
12 V	 12 V	 12 V	

Resistenza di contatto	 Contact resistance	 Résistance de contact
100 mΩ	 100 mΩ	 100 mΩ

Pressione di lavoro	 Operating force	 Pression de travail
160 gr	 160 gr	 160 gr

Cicli di durata	 Cycles	 Cycles de durée
100.000	 100.000	 100.000

B6810 Bottone rialzato Protruding button  Bouton rehaussé

 

 

B6840 Bottone rialzato Protruding button Bouton rehaussé

B6820 Bottone rialzato Protruding button Bouton rehaussé

 

CODICE
code
B 6810
B 6811
B 6812
B 6814
B 6815
B 6818
B 6819

L (mm)

   4,3
5
7
8

   9,5
  12,5

17

B6830 Bottone rialzato Protruding button Bouton rehaussé CODICE
code
B 6830
B 6831

L (mm)

4,3
7,5

B681x_dis.ai scala 1 : 1

(mm)

0,8

4,5

L

3,5

3,5

0,5 max

4,5

6

6

7,9

6,5

1,8

 Ø 3,5

0,3

B6820_dis.ai scala 1 : 1

(mm)

0,8

4,5

3,5

3,5

0,5 max

4,5
6

6

7,9
6,5

1,8

2,8

0,3

22,7

17,54,6

B683x_dis.ai scala 1 : 1

(mm)

1

L

12

12

12,5

4

3,5

 Ø 6,8

8

B6840_dis.eps scala 1 : 1

(mm)

1

1,2
11,8

12

12

5
12,5

14

3,8

3,5

 Ø 4

8
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MICROPULSANTI DA C.S.
Tact Switch | Micropoussoirs pour C.I.

pronta
in stock
en stock

100 pz
100 pcs
100 pces

pronta
in stock
en stock

pronta
in stock
en stock

100 pz
100 pcs
100 pces

100 pz
100 pcs
100 pces

60 giorni
60 days
60 jours

100 pz
100 pcs
100 pces

Corrente	 Current	 Courant	
50 mA	 50 mA	 50 mA			 

Tensione	 Voltage	 Tension
12 V	 12 V	 12 V	

Resistenza di contatto	 Contact resistance	 Résistance de contact
50 mΩ	 50 mΩ	 50 mΩ

Pressione di lavoro	 Operating force	 Pression de travail
160 gr	 160 gr	 160 gr

Cicli di durata	 Cycles	 Cycles de durée
100.000	 100.000	 100.000

Corrente	 Current	 Courant	
50 mA	 50 mA	 50 mA			 

Tensione	 Voltage	 Tension
12 V	 12 V	 12 V	

Resistenza di contatto	 Contact resistance	 Résistance de contact
100 mΩ	 100 mΩ	 100 mΩ

Pressione di lavoro	 Operating force	 Pression de travail
160 gr	 160 gr	 160 gr

Cicli di durata	 Cycles	 Cycles de durée
100.000	 100.000	 100.000

Corrente	 Current	 Courant	
50 mA	 50 mA	 50 mA			 

Tensione	 Voltage	 Tension
12 V	 12 V	 12 V	

Resistenza di contatto	 Contact resistance	 Résistance de contact
100 mΩ	 100 mΩ	 100 mΩ

Pressione di lavoro	 Operating force	 Pression de travail
160 gr	 160 gr	 160 gr

Cicli di durata	 Cycles	 Cycles de durée
100.000	 100.000	 100.000

Corrente	 Current	 Courant	
50 mA	 50 mA	 50 mA		
	
Tensione	 Voltage	 Tension
12 V	 12 V	 12 V	

Resistenza di contatto	 Contact resistance	 Résistance de contact
50 mΩ	 50 mΩ	 50 mΩ

Pressione di lavoro	 Operating force	 Pression de travail
160 gr	 160 gr	 160 gr

Cicli di durata	 Cycles	 Cycles de durée
100.000	 100.000	 100.000

B6850 Bottone rialzato Protruding button Bouton rehaussé

B6865 Bottone orizzontale Horizontal button Bouton horizontal 

B6870 Bottone piatto Flat button Bouton plat CODICE
code
B 6870
B 6871
B 6872
B 6873
B 6874

L (mm)

  4,3
5

  7,5
  9,5
12,5

  
L (mm)

   4,3
5

CODICE
code
B 6850
B 6851

CODICE
code
B 6865
B 6866
B 6867

L (mm)

  5
  9,5
  17

B6891 Bottone piatto
montaggio superficiale

Flat button
surface mounting

Bouton plat
montage en surface

B681x_dis.ai scala 1 : 1

(mm)

0,8

4,5

L

3,5

3,5

0,5 max

4,5

6

6

7,9

6,5

1,8

 Ø 3,5

0,3

B687X_dis.eps scala 1 : 1

(mm)

0,7

4,1

0,3

0,7
1,5

4,5

3,5

3,5

0,5 max

4,5

6

6

7,9
6,5

1,8
0,3

Ø 3,5

L

B6891 _dis.eps scala 1 : 1

(mm)0,8 4,5

3,5 4,3

0,5

4,5

6

4,4
 Ø 3,5

8

B686x _dis.eps scala 1 : 1

(mm)

3,5 3,0

5,7
5,2

0,4

4

1,1
2,55 2,5

L

7,3
6,2

0,4 0,7

8,5
7

4,5

0,3

6,2
10,4 0,7

3,5

B685x_dis.eps scala 1 : 1

(mm)

0,8

L
3,5

3,5

0,3 max

6

3,5

7,9
6,5

1,8

1,5

0,3
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PULSANTI DA C.S.
PCB mounting switches I Poussoirs pour C.I. 

PULSANTI DA PANNELLO
Panel mounting switches | Poussoir pour montage sur panneau

PULSANTI DA C.S.
PBC mounting switches | Poussoirs pour C.I.

Dimensioni | dimensions | dimensions Dimensioni | dimensions | dimensions

corrente	 Current	 courant 
20 mA	 20 mA	 20 mA			 

Tensione	 voltage	 tension
35 V	 35 V	 35 V	

Corpo	 Body	 Corps
Nero	 Black	 Noir

terminali	 leads	 fils de connexion
Ottone argentato	 Silver-plated brass	 Laiton argenté

Contatto aperto 0-1	 N.O. contact 0-1	 Contact ouvert 0-1

Corrente	 Current	 Courant	
250 mA	 250 mA	 250 mA		
	
Tensione	 Voltage	 Tension
125 V	 125 V	 125 V	

Corpo	 Body	 Corps
Nero UL94-V0	 Black UL94-V0	 Noir UL94-V0

Terminali	 Contacts	 Fils de connexion
Ottone stagnato	 Tin plated brass	 Laiton étamé	

Pressione di lavoro	 Operating force	 Pression de travail
250±50gr	 250±50gr	 250±50gr

Resistenza di contatto	 Contact resistance	 Résistance de contact
30mΩ@1A 5VDC	 30mΩ@1A 5VDC	 30mΩ@1A 5VDC

Codice
Code
Code

Colore del bottone 
Button color
Couleur du boutton

Pulsante instabile | Switch button | Poussoir instable
B5150	 	
B5153	 	

Codice
Code
Code

Colore del bottone 
Button color
Couleur du bouton

B6110	
B6112	 	
B6113	
B6114	 	
B6115	

pronta
in stock
en stock

100 pz
100 pcs
100 pces

pronta
in stock
en stock

200 pz
200 pcs
200 pces

B6114_dis.eps scala 1 : 1

4

2,4

2,5    

2,4

2,45,072,4

5,07

4,93

2,
54

2,
54

2,
54

2,
40

2,
40

2,
54

5,
08

4,934,8

1,20,4x1,0

2,2

7,7

12,410,2

Ø 1

Ø 1,22 x 5 fori

B5153_dis.eps scala 1 : 1

2

2

2

2

1

1

1

1

6,35

3,81 1,27

1,27

Ø 1,3

(mm)

15

4,5

8

9,9

12

3,5

1

16,5

5,8

KNOB

4 PIN VERSION

PCB LAYOUTSWITCH

7,8

B5153_dis.eps scala 1 : 1

2

2

2

2

1

1

1

1

6,35

3,81 1,27

1,27

Ø 1,3

(mm)

15

4,5

8

9,9

12

3,5

1

16,5

5,8

KNOB

4 PIN VERSION

PCB LAYOUTSWITCH

7,8

B6114_dis.eps scala 1 : 1

4

2,4

2,5    

2,4

2,45,072,4

5,07

4,93

2,
54

2,
54

2,
54

2,
40

2,
40

2,
54

5,
08

4,934,8

1,20,4x1,0

2,2

7,7

12,410,2

Ø 1

Ø 1,22 x 5 fori
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DIP SWITCH
Dip Switch | Dip Switch

DIP SWITCH
Dip switch | Dip switch

DIP SWITCH
Dip switch | Dip switch

Completi di pellicola
Top tape sealed 
 Recouverts entièrement d’une pellicule transparente

Dimensioni | dimensions | dimensionsDimensioni | dimensions | dimensions

100 mA  50V DC	 100 mA  50V DC	 100 mA  50V DC	
Non azionato	 Non steady	 Non  actionné	

25 mA  24V DC	 25 mA  24V DC	 25 mA  24V DC
Azionato	 Steady	 Actionné	

Corpo	 Body	 Corps	
Nylon UL94-V0	 Nylon UL94-V0	 Nylon UL94-V0		
Terminali	 Contacts	 Fils de connexion
Ottone dorato	 Gold plated brass	 Laiton doré

Temperatura di lavoro	 Operating temperature	 Température de travail
-25°C +70°C	 -25°C +70°C	 -25°C +70°C

Codice
Code
Code

Poli
Poles
Pôles

                               Dimensioni “A” 
                                 Dimensions “A” 
                                    Dimensions “A”

D1002	 2		  84		    6,02	
D1004	 4		  46		  11,10	
D1006	 6		  31		  16,18
D1008	 8		  24		  21,26
D1010	 10		  19		  26,34	
D1012	 12		  16		  31,42

100 mA  50V DC	 100 mA  50V DC	 100 mA  50V DC	
Non azionato	 Non steady	 Non actionné			 

25 mA  24V DC	 25 mA  24V DC	 25 mA  24V DC
Azionato	 Steady	 Actionné	

Corpo	 Body	 Corps	
Nylon UL94-V0	 Nylon UL94-V0	 Nylon UL94-V0	

Terminali	 Contacts	 Fils de connexion
Ottone dorato	 Gold plated brass	 Laiton doré

Temperatura di lavoro	 Operating temperature	 Température de travail
-25°C +70°C	 -25°C +70°C	 -25°C +70°C

D3002	 2	 85	 6,02	
D3004	 4	 46	 11,10	
D3006	 6	 31	 16,18
D3008	 8 	 24	 21,26
D3010	 10	 19	 26,34	
D3012	 12	 16	 31,42
		

Codice
Code
Code

Poli
Poles
Pôles

                              Dimensioni “A” 
                                Dimensions “A” 
                                    Dimensions “A”

(mm)
1

ON

2 3 4 5 6 7 8 9 10

2.54

0,5

A

6.8

3,54

1

D3010_dis.eps scala 1 : 1

10.54

7.62

(mm)
1

ON

2 3 4 5 6 7 8 9 10

2.54 1.2

A

6.8

44,5
8,95

1

7.62

1

2.54

D1012_dis.eps scala 1 : 1

pronta
in stock
en stock

pronta
in stock
en stock
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DIP SWITCH
Dip Switch | Dip Switch

DIP SWITCH
Dip switch | Dip switch

DIP SWITCH
Dip switch | Dip switch

Fino a esaurimento scorte
To be discontinued
Jusqu’à épuisement des stocks

   

Dimensioni | dimensions | dimensionsDimensioni | dimensions | dimensions

100 mA  50 V DC	 100 mA  50 V DC	 100 mA  50 V DC	
Non azionato	 Non steady	 Non actionné			 

25 mA  24 V DC	 25 mA  24 V DC	 25 mA  24 V DC
Azionato	 Steady	 Actionné	

Corpo 	 Body	 Corps	
PBT UL94-V0	 PBT UL94-V0	 PBT UL94-V0		

Terminali	 Contacts	 Fils de connexion
Bronzo fosforoso	 Phosphor bronze gold	 Bronze phosphoreux  
dorato 	 plated 	 doré

Temperatura di lavoro	 Operating temperature	 Température de travail
-25°C +70°C	 -25°C +70°C	 -25°C +70°C

Codice
Code
Code

Poli
Poles
Pôles

                              Dimensioni “A” 
                                Dimensions “A” 
                                    Dimensions “A”

1 A  50 V DC	 1 A  50 V DC	 1 A  50 V DC	
Non azionato	 Non steady	 Non actionné			 

300 mA  50 V - 1,5 A 10V	 300 mA  50 V - 1,5 A 10V	 300 mA  50 V - 1,5 A 10V
Azionato	 Steady	 Actionné	

Corpo	 Body	 Corps	
PC UL94-V0	 PC UL94-V0	 PC UL94-V0		

Terminali	 Contacts	 Fils de connexion
Bronzo fosforoso	 Phosphor bronze 	 Bronze phosphoreux 
dorato 	 gold plated 	 doré

Temperatura di lavoro	 Operating temperature	 Température de travail
-25°C +70°C	 -25°C +70°C	 -25°C +70°C

Codice
Code
Code

Poli
Poles
Pôles

                              Dimensioni “A” 
                                Dimensions “A” 
                                    Dimensions “A”

D2002	 2	 62	   7,4	
D2003	 3	 45	 10,0  	
D2004	 4	 36	 12,6
D2006	 6	 26	 17,8
D2008	 8	 20	 22,9	
D2010	 10	 17          	 28,0

D6001	 1	 130	 3,84	
D6002	 2	 82	 6,08	
D6003	 3	 56	 8,92
D6004	 4	 45	 11,16
D6005	 5	 36	 13,70	
D6006	 6	 30	 16,24
D6007	 7	 26	 19,08
D6008	 8	 23	 21,32	
D6009	 9	 20	 24,16
D6010	 10	 19	 26,40
D6012	 12	 16	 31,48

D6007_dis.eps scala 1 : 1

(mm)

1

ON

2 3 4 5 6 7

2.54

0.6

1,3

5,7 5

3,7

9,9

A

7,62

0.24

MD2010_dis.eps scala 1 : 1

(mm)
1ON 2 3 4 5 6 7 8 9 10

2.54 0.4

1

8.4 8.8

3

10.1

7,62

2

0.5

A

pronta
in stock
en stock

pronta
in stock
en stock
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DIP SWITCH
Dip Switch | Dip Switch

DIP SWITCH
Dip switch | Dip switch 

DIP SWITCH
Dip switch | Dip switch

Dimensioni | dimensions | dimensionsDimensioni | dimensions | dimensions

Codice
Code
Code

Poli
Poles
Pôles

                              Dimensioni “A” 
                                Dimensions “A” 
                                    Dimensions “A”

Codice
Code
Code

Poli
Poles
Pôles

                              Dimensioni “A” 
                                Dimensions “A” 
                                    Dimensions “A”

D4002	 2	 78	 6,26	
D4004	 4	 44	 11,34	
D4005	 5	 36	 13,88
D4006	 6	 30	 16,42
D4008	 8	 23	 21,50	
D4010	 10	 18	 26,58

100 mA  50 V DC	 100 mA  50 V DC	 100 mA  50 V DC	
Non azionato	 Non steady	 Non actionné			 

25 mA  24 V DC	 25 mA  24 V DC	 25 mA  24 V DC
Azionato	 Steady	 Actionné	

Corpo	 Body	 Corps	
PBT UL94-V0	 PBT UL94-V0	 PBT UL94-V0		

Terminali	 Contacts	 Fils de connexion
Bronzo fosforoso	 Phosphor bronze 	 Bronze phosphoreux 
dorato 	 gold plated 	 doré

Temperatura di lavoro	 Operating temperature	 Température de travail
-25°C +70°C	 -25°C +70°C	 -25°C +70°C

100 mA  50 V DC	 100 mA  50 V DC	 100 mA  50 V DC	
Non azionato	 Non steady	 Non actionné			 

25 mA  24 V DC	 25 mA  24 V DC	 25 mA  24 V DC
Azionato	 Steady	 Actionné	

Corpo	 Body	 Corps	
PBT UL94-V0	 PBT UL94-V0	 PBT UL94-V0		

Terminali	 Contacts	 Fils de connexion
Bronzo fosforoso	 Phosphor bronze 	 Bronze phosphoreux 
dorato 	 gold plated 	 doré

Temperatura di lavoro	 Operating temperature	 Température de travail
-25°C +70°C	 -25°C +70°C	 -25°C +70°C

D5002	 2	 82	 6,08	
D5003	 3	 56	 8,92	
D5004	 4	 44	 11,16
D5005	 5	 36	 13,70
D5006	 6	 30	 16,24	
D5008	 8	 23	 21,32
D5010	 10	 18	 26,40
D5012	 12	 15	 31,48

D4010_dis.eps scala 1 : 1

(mm)

1
ON

2 3 4 5 6 7 8 9 10

2.54

0.6

8,79,2

4,2

10,5

A

7,62

0.24

D5012_dis.eps scala 1 : 1

(mm)

1

ON

2 3 4 5 6 7 8 9 101112

2.54

0.6

1,3

5,7 56,35

2,54

9,912,5

12,5

A

pronta
in stock
en stock

pronta
in stock
en stock
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